
River Medway
(tidal)

Decoy Fleet

Salt Fleet

Hope Fleet

Cliffe Fleet

Cliffe Creek

Yantlet Creek

Cliffe

Hoo St Werburgh

H O O   P E N I N S U L A

Allhallows

I S L E    O F    G R A I N

Lodge Hill

Wainscott

R O C H E S T E R

C H A T H A M 

G I L L I N G H A M Lower Rainham
Cuxton

Upper Halling

M2 Motorway

9 87

6

5

4

3

2
1

567000

567000

568000

568000

569000

569000

570000

570000

571000

571000

572000

572000

573000

573000

574000

574000

575000

575000

576000

576000

577000

577000

578000

578000

579000

579000

580000

580000

581000

581000

582000

582000

583000

583000

584000

584000

585000

585000

586000

586000

587000

587000

588000

588000

589000

589000

162000 162000

163000 163000

164000 164000

165000 165000

166000 166000

167000 167000

168000 168000

169000 169000

170000 170000

171000 171000

172000 172000

173000 173000

174000 174000

175000 175000

176000 176000

177000 177000

178000 178000

179000 179000

180000 180000

181000 181000

182000 182000

FLOODABLE AREAS NOT SHOWN
This study does not consider those areas susceptible to tidal, fluvial, surface water or pluvial flooding.
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TECHNICAL NOTE
This map shows an approximate guide to areas that may be susceptible to groundwater flooding. 
However, for all new developments, site investigation is required to confirm local
groundwater levels and therefore risk of groundwater flooding
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